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Product Description
Rapidrop sprinkler cabinets are designed to store spare sprinklers 
and a sprinkler wrench. Appropriate authorities having jurisdiction 
specify minimum number of emergency sprinklers that need to be 
kept on site. This allows for an immediate replacement of damaged 
sprinkler or sprinkler that have operated. Sprinklers kept in the 
cabinet should be identical (type, orifice, temperature rating) as 
sprinklers installed in the sprinkler system.
Table below specifies recommended number of spare sprinklers for 
each sprinkler type installed in the system.

 - Maximum sprinkler height 90mm
 - Thread diameter max. 22mm (3/4”)
 - The cabinets are pre-drilled for wall mounting. 
 - Available in three sizes.

Material Specification
Item Material

Cabinet & Door 20 SWG Steel

Colour Red RAL 3002

RDCAB12
12 sprinkler head cabinet

RDCAB24
24 sprinkler head cabinet

RDCAB36
36 sprinkler head cabinet

Dimensions
Type Wide 

mm
Height 

mm
Depth 

mm

12 Head Sprinkler Cabinet 362 134 101

24 Head Sprinkler Cabinet 362 215 101

36 Head Sprinkler Cabinet 362 298 101

Number of Sprinklers Spare Sprinklers

<300 6

300-1000 12

>1000 24


